
1231Sensors and Materials, Vol. 30, No. 6 (2018) 1231–1252
MYU Tokyo

S & M 1580

*Corresponding author: e-mail: abdmanaf@utm.my
http://dx.doi.org/10.18494/SAM.2018.1805

ISSN 0914-4935 © MYU K.K.
http://myukk.org/

A Short Review of Architecture and Computational Analysis
 in the Design of Graphene-based Bioelectronic Devices

Amgad Ahmed Ali Ibrahim,1 Nik Noor Nabilah Md Ibrahim,1 
Anthony Centeno,2 and Abdul Manaf Hashim1*

1Malaysia–Japan International Institute of Technology, Universiti Teknologi Malaysia,
Jalan Sultan Yahya Petra, 54100 Kuala Lumpur, Malaysia

2Department of Electrical and Electronic Engineering, Xi’an Jiaotong-Liverpool University, 
111 Ren’ai Road, Suzhou Dushu Lake Higher Education Town, Jiangsu Province, 215123 China

(Received November 14, 2017; accepted March 19, 2018)

Keywords:	 graphene,	 biosensors,	 finite	 element	 analysis,	 density	 functional	 theory,	 computational	
analysis

 Graphene possesses a high surface-to-volume ratio, which enables biomolecules to attach 
to it for bioelectronic applications.  In this article, first, the classification and applications of 
bioelectronic devices are briefly reviewed.  Then, recent work on real fabricated graphene-
based bioelectronic devices as well as the analysis of their architecture and design using a 
computational approach to their charge transport properties are presented and discussed.  A 
comparison to nongraphitic bioelectronic devices is also given.  On the macroscale level, the 
design of devices is elaborated on the basis of a finite element analysis (FEA) approach, and 
the impact of design on the performance of the devices is discussed.  On the nanoscale level, 
transport phenomena and their mechanisms for different design categories are elaborated on the 
basis of the density functional theory (DFT) and other quantum chemistry calculations.  The 
calculated and measured charge transport properties of graphene-based bioelectronic devices 
are also compared with those of other available bioelectronic devices.

1. Introduction

 Bioelectronic devices are defined as electronic devices that function by interacting with 
biomolecules such as human or animal tissues for the purpose of detection, actuation, or 
even power generation.  Generally, bioelectronic devices may be classified into several 
categories on the basis of their applications as summarized in Fig. 1.  As illustrated in Fig. 1, 
bioelectronic devices can be used for power generation in the form of enzymatic and microbial 
biofuel cells,(1–3) and for testing and diagnostic purposes in the form of e-skin devices, 
nucleic acid amplification chips, DNA extraction chips, and glucose monitoring devices.(4–6)  
For applications in artificial perception, several types of bioelectronic devices such as the 
bioelectronic nose, brain, and tongue have been demonstrated.(7,8)  In the past decade, on-chip 
bioelectronic devices with the unique function of mimicking human organs such as the kidney, 
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lung, heart, and liver have been developed for use in medical treatment.(9)  Bioelectronic devices 
have also found their way into the development of exoskeletons for which a passive exoskeleton 
and active limbs have been designed and fabricated.(10)  Furthermore, bioelectronic devices are 
also reported for use in drug delivery.(2,11,12)  Electrochemical sensors or biosensors, which are 
also one type of bioelectronic device, have been the subject of both basic and applied research 
for nearly fifty years.(13–15)  Clark et al. first introduced the principle of the enzyme electrode 
with an immobilized glucose oxidase at the New York Academy of Sciences Symposium in 
1962.(16)  Currently, there are many examples of device commercialization based on such 
biosensing principles including those for pathogens and toxins.(17–19)  For example, an enzyme 
in the biorecognition layer acting as an electroactive substance was utilized in a multichannel 
electrochemical biosensor.(6,15,20)  Here, detection occurs owing to the physicochemical 
transduction that provides a measurable signal.  Generally, a native enzyme is used as a 
biorecognition component, i.e., as an analyte(2,12,22) or an inhibitor.(12,22)  In addition, enzymes 
can also be used as labels bonded to antibodies, antigens, or oligonucleotides with a specific 
sequence, thus providing affinity-based sensors.(15,21,23,24)  
 A similar principle has been extended to power generation, where an enzymatic biofuel 
cell has been developed in response to industrial demand.  Such a bioelectronic device can 
generate energy in a sustainable manner by utilizing biocatalysts, either in the form of isolated 
enzymes(1,2) or in the presence of enzymes within microbial cells(3) to convert chemical energy 
into electricity.(1,3,25)  After a breakthrough study on the preparation of graphene, which is a 
single-atom-thick sheet of carbon, by Novoselov and co-workers,(26) there has been tremendous 
effort to utilize this nanomaterial for the electronic coupling of redox enzymes.(27–30)  Its 
ultrahigh in-plane electron conductivity,(31,32) high thermal conductivity,(33) and mechanical 
properties(31–33) make it a promising material not only for the channel of electronic devices(34–36) 
but also for the construction of bioelectrodes and biomembranes.(37–39)  Figure 2 shows a 
graphene-based field-effect transistor (FET) biosensor in which anti-immunoglobulin G 
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(Anti-IgG) is anchored on gold nanoparticles (AuNPs).(40–42)  The AuNPs are spread over 
a thermally reduced graphene oxide (TrGO) membrane as the channel material of the FET; 
these nanoparticles have shown specific recognition ability for IgG.(41–43)  Such graphene-FET 
biosensors have been shown to exhibit exceptional sensitivity with detection limits down to 0.01 
nM.  Aptamer-modified graphene-FET biosensors also show label-free, real-time responses 
against immunoglobulin E (IgE) protein at very low concentrations.(42,44)  This sensor enables 
the electrical detection between aptamer and protein at low concentrations by optimizing the 
Debye length (DL), i.e., the distance required for screening the surplus charge.  A bioelectronic 
nose based on a multiplexed graphene-FET system prepared by the micropatterning of graphene 
using photolithography was also developed for a human sensory mimicking system that can 
discern a specific odorant in a mixture.(7,23,45)  Figure 3 shows the design and architecture 
of a multiplexed bionose fabricated using microstructured graphene-based FETs and the 
corresponding human olfactory system.  The bionose was designed to detect odorants such as 
amyl butyrate and helional.  In this structure, the gate of the FET is controlled by an aqueous 
ionic solution.  Large-area-grown graphene with high conductance and large surface area 
combined with human olfactory will give high selectivity towards odorant mixtures.(45)  The 
olfactory sensory neurons are located at the entrance of the nasal cavity, where each of these 
neurons is separately coupled to a cluster of nerve endings at the olfactory bulb.  As shown 
in Fig. 3, the olfactory neurons that are linked to certain olfactory receptors are attached to 
the same nerve ending.  The interaction between odorants and their precise human olfactory 
receptors generates olfactory signals that are transferred through a cluster of neurons to 
olfactory bulbs.  These signals are then processed by the human brain to recognize odorants 
by their smell.  Correspondingly, the multiplexed bionose is designed and developed to 
mimic each step of the human olfactory system whereas the FET function is used to generate 
olfactory signals as well as an imitated olfactory code that combines numerous signals from 
a cluster of receptors.  Using a template that resembles the transmembrane structure of the 
G-protein-coupled receptor and a structural model of the human olfactory receptor leads to 
the development of an excellent structure for an artificial bionose that can mimic the human 
nose.(7,23,45)  The use of graphene in those FET biosensors as an electrochemical transducer 
shows an exceptionally highly sensitive response owing to the extreme sensitivity of graphene 

Fig. 2. (Color online) Graphene-based FET biosensor.(40)
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to electronic perturbations and its surrounding environment.(6)  Graphene with one atom 
thickness and high surface area allows a selective detection at single-carbon resolution, which 
leads to the development of highly sensitive FET biosensors.(7)  
 Another growing area in biodevices is the microfluidic-based organs-on-chip (OOC) 
systems with advanced 3D tissue engineered scaffolds combined with cultured human cells to 
replicate a human organ of interest.(9,45,46)  Microfluidic channel networks are designed and 
fabricated to mimic the organ structure, e.g., liver sinusoid or nephron in a kidney.  The channel 
surfaces are usually modified with layers mimicking the extracellular matrix, allowing human 
cells to adhere, spread, and proliferate within the channels, thus requiring tissue engineering 
technologies.  Once OOCs are constructed, a fluid flow is applied to generate mechanical forces 
that recapitulate the in vivo microenvironment experienced by cells.(46–48)  Specifically, organ-
specific fluid flow enables gradient formations of molecular components and maintenance of 
cell–cell interactions,(49,50) which are vital to emulating human physiological responses.  A 
pressure sensor is an important component in a microfluidic system in order to control and 
monitor fluid flow precisely.  Precise pressure of the fluid is needed in order to stimulate the 
cultured cells.  The use of graphene in a pressure sensor connected to a microfluidic system will 
allow for the sensitive and accurate measurement of the fluid pressure owing to its exceptional 
thermal and mechanical properties.  A graphene pressure sensor monitors the changes in 
electrical resistance, and this will be the indication of detection regarding cell morphologies, 
contractile functions, and gene expression.(51)  Figure 4(a) shows a schematic representation of 
the structure of a kidney-on-chip device.(46,47)  A porous polymeric biocompatible membrane 
such as polydimethylsiloxane (PDMS) is sandwiched between epithelium and endothelium 
tissues.  The former tissue lines the cavities, surfaces of blood vessels, and organs through 
the body.  The structure of this tissue, as shown in Fig. 4(a), is in the form of a continous film 
with almost no intercellular space, where the unit cell is in a cuboidal form in most cases with 
nuclei at the center.(46,47)  On the other hand, the structure of endothelium tissue is similar to 
that of epithilium tissue, but the endothilial cells are elongated and aligned in the direction 
of fluid flow.  Such unique structures impose a restriction on the transport of any migrating 

Fig. 3. (Color online) Design and architecture of a bionose.(7, 23,45)
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species through or across the hybrid structure.(46,47)  A free-body diagram that is equivelant 
to the OOCs for computational purposes is shown in Fig. 4(b).  The equivalent model of the 
microfluidic kidney epithelium is based on a multilayered microstructure that includes the 
arranged layers of PDMS microchannels and a PDMS chamber.  The chamber is separated 
from the microchannels by a porous membrane made of polyester.  This architecture offers a 
transport medium that is physically equivalent to polarized kidney epithelial cells.  Hence, it 
accurately mimics the mechanism of fluidic flows and maintains the selective contact of apical 
and basal sides of the cells to fluid shear, hormones, and chemical gradients.  In addition, this 
architecture enables the collection of samples from both sides of the polarized tissue.(46,47)  
 Similar to a regular fuel cell, a biofuel cell includes both an anode and a cathode, where 
any part of it must be a bioelectrode (an electrode that involves biocatalysts).  For instance, in 
the case of the anode as the bioelectrode, the supplied fuel is oxidized at the bioelectrode by 
the biocatalyst, where a group of electrons are transferred (donated) from the biocatalyst to the 
bioanode.  The biocatalyst also enables the reduction of groups in contact with oxygen at the 
surface of the biocathode as depicted in Fig. 5(a).(52)  Thus, to maintain high power output from 
the biofuel cell, it is important to preserve high catalytic activity at the bioelectrode surface.  
This may be achieved by selecting a proper biocatalyst and by embedding it in the bioelectrode, 
taking into consideration the optimum orientation once immobilized.  The optimum orientation 
is achieved by aligning the catalyst along the conductive interface of an electrode in a way 
that enables direct electron transfer (DET).  In order to achieve DET, the use of nanomaterials, 
i.e., graphene is needed to allow for the increase in electrocatalysis reaction.  Graphene as a 
conductive agent will allow the further increase in the surface area of the electrode without 
changing its geometric dimensions, and with its unique properties, graphene can be used in 
a biofuel cell to provide good anchoring sites for catalyst deposition, and thus improve the 
performance of the biofuel cell.(52)  With the effective graphene-biocatalyst reaction, it can 
provide the networked electrode interfaces, and thus increase the biocatalyst loading.  In this 
manner, the biocatalyst effectively allows the exchange of electrons within the electrode, and 
thus increase the biofuel cell output.  Recently, a promising novel concept has been developed 
to maintain high catalytic bioactivity, and a versatile family of new conductive nanomaterials 
was synthesized.  In this concept, 3D graphitic structures were decorated with catalytic metals 

Fig. 4. (Color online) (a) Schematic representation of the structure of a kidney-on-chip device and (b) a free-body 
diagram equivalent to OOCs for computational purposes.(45,47)

(a) (b)
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such as Pt, Ni, or Pd.  The composite nature of the electrodes results in different transport 
modes for charged particles similar to the transport in porous electrodes shown in Fig. 5(b).(53)  
Upon the introduction of a potential difference between the electrodes, an electric field (E) 
is generated to force the ions into the pores of the electrodes.  The ions of opposite charge 
are attracted to the electrode, while the ions with the same charge are forced away from the 
surface.  This successfully rearranges the charges at the electrodes, resulting in the formation of 
a shallow interface layer known as the electric double layer (EDL) with dimensions of length L 
and radius λd.  A remarkable property of the EDL is that it behaves as a capacitor under steady-
state conditions.  Thus, the flow of charges across the pores of the electrodes proceeds until the 
diffusion and electromigration of the ions reach equilibrium.(53)  These modes of transport must 
be carefully addressed during the modelling of the transport dynamics through such electrodes.

2. Macroscale Analysis of Bioelectronic Devices

 Most bioelectronic devices are electrochemical.  However, optical, calorimetric, 
piezoelectric, and surface plasmon resonance-based bioelectronic devices are also common.  
The schematic diagram presented in Fig. 6 shows the basic architecture of most bioelectronic 
devices.(54)  A bioelectronic device has a substrate that acts as a receptor for the specimens 
that contain the species of interest, such as DNA, dopamine, or glucose.  The main role of 
this substrate is to attract, absorb, and transport the species of interest to the next stage of the 
device (the membrane) in addition to supporting the mechanical structure of the device in most 
scenarios.  The next stage of the bio-electrochemical process is the filtration and separation of 
species of interest from their carrier and transporting them to the immobilized detector.  Such 

Fig. 5. (Color online) (a) Schematic representation of biofuel cell and (b) transport mode through composite 
electrode.(52,53)

(a)

(b)
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a step is usually carried out by functionalizing the membrane.  The mechanical structure and 
the chemical composition of the membrane are critical design parameters for any bioelectronic 
device.  In fact, these two parameters are the determinants of the device type.  For instance, 
having a nanoporous bare graphene layer as a membrane could result in the ability to sense 
a single molecule of DNA in an ionic solution.  On the other hand, using poly(vinyl alcohol) 
hydrogel as a membrane might result in an enzymatic biofuel cell.  One of the most important 
modules that must be taken into consideration during the design of a bioelectronic device is 
the immobilized detector.  The detector is a module responsible for detecting the separated 
species of interest (after it has been transported through the membrane) and enhancing its flow 
towards the transducer.  A well-tailored immobilized detector results in a low-noise signal 
at the transducer, which is a feature of merit for any bioelectronic device.  The electronic 
signal is collected from the transducer and amplified and may be further processed using 
microelectronics to capture the response.
 The rate-determining step in several biological routines is electrodiffusion.  For instance, 
the intertransmission of electrochemical signals within neurons through synapses is an 
electrodiffusion-dependant process.  Another example is the electrodiffusion-controlled reaction 
that enables ligand–enzyme complexion.(55)  In fact, in these biological processes, the rates and 
orders of the reactions are mainly dependent on progressive electrodiffusion of charged particles 
or complexes through the transport medium.  Particle-based computational models such as 
Langevin and Brownian dynamics (LD and MD) and the Monte Carlo (MC) method are widely 
used to predict reaction rates and constants for biological processes.(56,57)  Actually, particle-
based computational methods depend mainly on the modelling of the asymptotic trajectory 
of a single particle in a specific energy frame in a discrete stochastic manner.  Accordingly, 
simulations based on such models are difficult to converge in the case of multiparticle systems 
when the number of particles is large.  To overcome this drawback of particle-based models, 
another computational model, namely, a continuum model, is used to compute reaction rates 
and constants.  This model takes into consideration the distribution of charged particles through 
a system of differential equations that define the average density distribution.  In this way, the 

Fig. 6. (Color online) Schematic diagram of the basic components of a bioelectronic device.(54)
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continuum models are more capable than the particle-based models to deal with multiparticle 
large systems.(53,58,59)  In addition, such models may be coupled with established dynamic 
models such as Nernst–Planck, Nernst–Einstein, and Navier–Stokes models to integrate 
various modes of physical-chemical phenomena.  These capabilities led the continuum electro-
diffusion models to be more favoured for modelling the interaction of ion channels in biological 
processes(53,58,59) and for describing ionic transport in ceramic and polymeric membranes as 
well as modelling the transport of charged particles in semiconductors.(53,58,59)

 Figure 7 depicts a schematic of an ion channel bioprotonic device(60) that could be 
considered for the general case of bioelectronic device architecture.  A supported lipid bilayer 
(SLB) (orange spheres with tails) is sandwiched in an electrolytic layer (a polymeric membrane, 
graphene membrane, or a liquid electrolyte).  The continuum of the cell includes different types 
of channels and pores.  Various ionic species travel across the cell and the  membrane from 
both sides.  Two electrodes are the source of ohmic contacts, where the current density flows 
across it to the whole circuitry.  This  representation could be a schematic for an OOC device, a 
bioprotonic device, or in the case in which the SLB is replaced with a bulk material, it could be 
a schematic for a biosensor, or even a biofuel cell.  In the next section, we discuss the transport 
of charged species across each part of this architecture.
 Mass transfer through electrochemical bioelectronic devices can be considered to be 
governed by the Nernst–Planck equation that characterizes the fluxes of mobile solutes.  The 
molar flux of species, ϕi, is described as(55)

 φi(x) = −Di
∂ai(x)
∂x

− ziF
RT

DiCi
∂ϕ(x)
∂x
+Civ(x),  (1)

where Di, ai, Ci, zi, νi, and rk indicate the diffusivity (m2/s), chemical activity, concentration 
(mM), valence number, stoichiometric constants of the surface reaction, and reaction rate for 
the ith mobile species with respect to the boundaries, respectively.  The term R is the universal 
gas constant (8.314 J/mol K), T is the absolute temperature (K), F is the Faraday constant (96487 
C/mol), and φ is the electrochemical potential of the transport medium.  
 The Nernst–Planck equation [Eq. (1)] is formulated for a highly reactive ionic species, where 

Fig. 7. Schematic representation of common bioelectronic device architecture.(60)
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the chemical potential gradient is the driving force for transport as well as the electrostatic 
potential,

 

∂ai(x)
∂x

→ ∂aci

∂x
,

∂φ

∂x
→ ∂ψ
∂x
,

 (2)

where ψ is the electrostatic potential.  In this case, Eq. (1) could be written as

 φi(x) = −∇ · [−Di∇ci + �µici
]
, (3)

where �µi is the velocity field vector that is related to the electrostatic potential as 
�µi = �µ − µEP∇ψ .  Here, �µi = �µ − µEP∇ψ is the fluid velocity vector and �µi = �µ − µEP∇ψ  is the electrophoretic velocity 
of ions.
 However, for the bioelectronic applications, the terms of activity and electrochemical 
potential may be changed.  For a nonionic solute where the charge zk = 0, the Nernst–Planck 
Eq. (1) is reduced to Fick’s first law of diffusion.  The motion of the ionic species ensures the 
current transport through the electrolyte(s) in which each ionic species carries a current density, 
Ji, proportional to its charge as given by Eq. (4).

 Ji = ziFφi  (4)

 Equation (1) can be written as

 φi = φdif f ,i + φmig,i + φconv,i,  (5)

where φi = φdif f ,i + φmig,i + φconv,i, is the diffusive transport, φi = φdif f ,i + φmig,i + φconv,i, is the migration driven by electrostatic potential, 
and φi = φdif f ,i + φmig,i + φconv,i, is the convective transport.
 Actually, the diffusive transport φi = φdif f ,i + φmig,i + φconv,i, may be neglected in the case of outflow.  In such 
situations, either convective or migration or both transport modes control the transport process; 
thus, the Nernst–Planck flux equation may be written as

 n · (−D∇C) = 0, (6)

where n is the unit vector perpendicular to the outflow flux boundaries.  In this sense, 
the transport of species through the membrane maintains a planner flux even though the 
concentration changes in three-dimensional space.  This practice should save computation time 
and yet maintain accuracy.

3. Bulk Membrane Transport

 Bulk membrane transport is a concept that describes the movement of a group of charges 
across (perpendicular to a membrane’s axis of symmetry) a membrane in bulk.  In such 
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transport, charged species do not cross the membrane in a single ion queue but instead they 
are either clustered or aggregated in a cloud.  Another reason for the nomenclature of this 
transport type is that the moving species need to cross a bulk film such as composite graphene 
membranes, a poreless membrane, or a plasma membrane.  Figure 8 shows a schematic 
representation of transport of different ionic species through graphene oxide (GO) bulk 
membrane transport.  In this type of transport medium, ions are allowed to permeate through 
the GO membrane.  The permeability of ions is size dependent; for instance, Mg2+	(radius	0.72	Å)	
cations have higher permeability than Fe3+ (radius	0.6	Å).		Furthermore,	it	was	reported	that,	in	
addition to the size effect, the interactions between the transporting ions and the GO layers are 
mainly	controlled	by	the	selectivity	of	the	GO	membranes.		In	fact,	the	π-bonding-based	interactions	
between the GO atoms and the transported alkaline cations are weaker than the coordinative 
interactions between transition metal ions and the sp3 matrix of the GO layers.  However, 
the coordination of a soft metal cation Cd2+ seems to be weaker than those of Cu2+ and Fe3+, 
possibly due to the larger distance between Cd2+ and the oxygen-containing functional groups 
in the matrix.  In addition, it appears that the concentration of a cation could also be affected 
by its source.  For instance, the concentrations of Cu2+ and Cd2+ originating from CuCl2 and 
CdCl2 were both higher than those from CuSO4 and CdSO4.  This finding indicates that the 
through-membrane transport of a cation could be controlled by the electrostatic attraction of its 
counteranion.(61,62)  
 In a bioelectronic device, abrupt differential changes in the activity of species might take 
place at the electrode and separator surfaces as shown in Fig. 8.  In the bulk medium, the 
activity gradients are not remarkable, and the current is driven mostly by migration rather than 
convection.  Thus, using the migration term from Eq. (4), the current density of transported 
ionic species through the bulk medium can be formulated as
 

 Ji = Jmig,i = −λiCi
∂ϕ(x)
∂x

. (7)

 Here, λi denotes the molar ionic conductivity (m2S/mol) and is related to the transport 
parameters by

 λi = Di
z2

i F2

RT
. (8)

Fig. 8. (Color online) Transport of charges through bulk membranes.(61,62)
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 The value of λ for specific species depends mainly on the chemical composition of the 
transport medium.  This is attributed to the fact that the interactions between functional groups 
on the transport medium can alter the diffusivity, and hence the mobility, of the transported 
species.  Accordingly, the values of λi are often reported for pure electrolytes and extrapolated to 
infinite dilution.  Moreover, some references(53,63) use the ionic mobility of species μi (cm2/Vs) 
instead of λi, which is related to λi by

 λi = ziFiµi. (9)

 Actually, sometimes the following equation is used to replace the conventional Nernst–
Planck equation in the case of the transport of species through saturated porous structures in 
which the pores are mainly occupied with fluids, fluid cavities, and bubbles:

 
∂

∂t
(θCi) +

∂

∂t
(ρbCPi) +

∂

∂t
(avCGi) = Ri + S i + ∇ ·

[(
DD,i + De,i

)∇ci
]
. (10)

 In this equation, θ stands for the liquid volume fraction, Ci is the concentration of the 
ith species per unit of fluid volume, ρb is the bulk density calculated as (1 − ε)ρp, Cp is the 
concentration of the ith species per unit mass of the solid, av is the resulting gas volume fraction 
and is calculated as ε − θ, and CG is the concentration of the ith species per unit of gas volume.  

4. Multilayer and Structured Pore Clusters as Transport Medium 

 In many cases, the architecture of bioelectronic devices involves a multilayer structure and/
or structured pore clusters, such as multilayer graphene cross-linked with graphene oxide used 
for water desalination [Fig. 9(a)].  In this illustration, the membrane is based on a graphene 

Fig. 9. (Color online) (a) Multilayer graphene cross-linked with graphene oxide used for water desalination,(64) 
(b) structured pore clusters of graphenelike organic metal membrane for drug delivery,(11) (c) binary silica layer for 
water transport,(66) and (d) lipid bilayer.(62)

(a) (b)

(c) (d)
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oxide framework (GOF) set perpendicular to the graphene layers.  In the case of the bulk, 
GOF membranes have a finite length along the graphene layers.  The entire structure appears 
to be intervallic along the x- and y-axes.  The transport of particles through this type of GOF 
membrane depends on the concentration of cross-linkers, where the number of cross-linker 
strands is in the range of 16 to 64.  This dependence was attributed to the fact that the distances 
dx and dy between successive cross-linkers in the xy plane (considered here as the pore size) 
and the distance dz between successive cross-linkers in the xz plane (pore spacing) determine 
the free volume of transport.  The higher the number of cross-linkers, the smaller the pore size.  
Taking into consideration that dx is fixed (based on the type of cross-linker), the free volume 
for transport is reduced in the case of a high concentration of cross-linker.(64)  An example of a 
structured pore transport medium is the structured pore clusters of graphenelike organic metal 
membranes for drug delivery [Fig. 9(b)].  As shown in Fig. 9(b), a metal-organic framework   
(MOF-74) composed by 2,5-dihydroxyterephthalate and Mg(II) ion is used to deliver two 
anticancer drug molecules, methotrexate (MTX) and 5-fluorouracil (5-FU).(65)  Such a MOF 
structure has the ability to have its transport properties controlled by adapting the organic linker 
or metal ion while maintaining its main architecture (similar to the GOF-based membranes).  
In fact, in most MOF architectures, the length of the organic linker is considered a design 
parameter; however, this parameter does not allow much control because the length of the linker 
depends on the chain type.  The main ability to modify is attributed to changing the metal ion, 
as changing the metal strongly affects the coordination geometry and consequently the transport 
properties.(11)  Other examples of multilayered and pore-structured transport media are binary 
silica layers for water transport [Fig. 9(c)](66) and transport though binary biolayers of functional 
groups such as lipid bilayers(62) [Fig. 9(d)], which may be used in the design of bioelectronic 
devices.
 In this case, the Nernst–Planck equation cannot solely describe the transport of species 
through the structures.  It only enables the implementation of a single scalar electric field 
computation as it interrelates only the charge, ionic mobility, and concentration of the species 
along the boundaries of the transport medium.  The Poisson–Nernst–Planck (PNP) theory, 
as a continuum-based coupled model that describes the dynamics of ions and the evolution 
of the electric field inside an electrolyte, may be used as an alternative.  The PNP equations 
are derived from the conventional Nernst–Planck transport equations coupled with Poisson’s 
field equation.  By this method, it is possible to describe an electrolyte solution via two scalar 
fields by considering a binary transport medium that can dissociate water into cations and 
anions that fill the entire transport medium.  In this scenario, the PNP theory tends to reduce 
all electrostatic interactions between ions to Coulombic interactions between ions and a mean-
field electric potential, ψ.  This yields a very descriptive assumption that mimics the transport 
dynamics, and hence, the conservation of species concentration may be expressed as(53,55)

 
∂ci

∂t
= −∇ · Ji . (11)

 Here, Ji is the total flux of species.  In such a case, i may be either negative or positive, and 
in the absence of fluid motion, Ji is given by
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 Ji = −Di∇ci − bizie∇ψci. (12)

 The right-hand side of Eq. (12) represents the previously mentioned diffusive flux, coupled 
with the electromigrative flux that takes into account the motion of ions as follows:

 Diffusive flux
(
φdiff ,i

)
→ −Di∇ci , (13)

 Electro − migrative flux
(
φmig,i

)
→ −bizie∇ψci . (14)

 It can be seen that the electromigrative flux term considers the transport of ions to be due 
to the electrostatic interactions between the electric field, E = −∇ψ, and the electric charge 
on the ion, zie, where zi is the ion’s valence and e is its fundamental charge.  In addition, the 
mobility coefficient bi correlates the drift velocity of ions to the electric force exerted on it, 
which is attributed to the nature of the grad operator.  This computational privilege is missed 
in the Nernst–Planck fundamental model.  Finally, the mean-field potential ψ is related to the 
ion concentration and the permittivity coefficient of the transport medium, ε, via Poisson’s 
equation, as follows:

 ∇ · (ε∇ψ) = −
∑

i

zicie . (15)

 As can be seen in Eq. (15), applying the curl operator to the dot product of the gradient of 
the mean-field potential and the medium permittivity is practically a descriptive technique.  It 
physically results in assigning normal and tangential field vectors to the cavity’s boundaries as 
well as distributing the charges of the functional groups on the medium all over the cavities’ 
walls.  When this expression is combined with the right-hand side of Eq. (15), the dynamics of 
transport of ionic species based on their interaction with the transport medium can be accurately 
computed and described.  

5. Transport in Nanoporous Membranes, Composite Electrodes, and 
Nanochannels

 Transport in nanopores and channels takes place in many bioelectronic devices.  Figure 10(a) 
shows an example of a nanopore introduced to a single layer of graphene for DNA sequencing.  
It shows a single-stranded DNA transported through a nanopore in a graphene monolayer, 
where the diameter of the nanopore is around 1.5 nm, corresponding to about 35 carbon rings.  
The strand is vertically transported under the effect of an applied electric potential.  DNA 
should be transported through the pore by the effect of ionic flow (vertical yellow shading), 
and hence the characteristic changes in the  ionic current caused by each type of DNA base 
may be measured through the graphene nanopore.(67)  Figure 10(b) shows catalyst-decorated 
3D graphene composite electrodes for a biofuel cell in the form of a nano-honeycomb-like 
strongly coupled CoMoO4–3D graphene hybrid structure where  graphene replicates the perfect 
3D porous network of a compressed foam.  The width of the graphene network is in the range 
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of 100 to 120 µm.  The graphene network is uniformly covered with the CoMoO4.(68,69)  The 
transport modes and hence the dynamics are quite different compared with bulk transport.  In 
this section, the principles of the transport of species in nanopores and nanochanneled media 
are introduced.  A good practice to discuss these principles is to consider a nanochannel with 
positively charged inner walls, which bridges two domains of a given species with identical 
concentrations as shown in Fig. 11(a).  When a charged surface is immersed into an electrolytic 
medium, anions are attracted to its walls and accumulate in its inner walls forming an electrical 
bilayer.(70,71)  Nanopored graphene located in between the charged inner walls can act as the  
selective membrane of the translocating ions.  In order to mimic chemical selectivity by the 
biological channels, the size of the synthetic pores must be measurable with the diameter of the 
diffusing ions; hence, nanopored graphene is the best candidate owing to the minimal thickness 
of graphene.(70)  A critical parameter for transport through nanochannels is channel width 
because the diameter of the channel dictates the thickness of the double layer.  In fact, it is the 
DL of the solution that dictates the thickness of the electrical bilayer, not the diameter of the 
transport channel.  The DL is the distance over which the electrostatic coupling between the 
charged species in the solution takes place because of the identical concentration of the charges.  
Consequently, the transport channel in Fig. 11(a) has a radius that is much larger than the DL, 
and the center of the channel is occupied by both types of charges at the same concentration, as 
shown in Fig. 11(b), while the peripheral negative charges accumulate at the channel walls.  If 
the radius of the channel is short compared with the DL, then the concentration of negative ions 
dominates the channel’s cross section as depicted in Fig. 11(c).(70)  
 In such an environment, where changes in species velocity are very sensitive to any change 
exerted by the forces of the medium, the transfer of momentum between ions and solvent is 
better explained by the Navier–Stokes equation:

 ρ

(
∂ν

∂t
+ ν · ∇ν

)
= −∇P + η∇2ν + f .  (16)

(a) (b)

Fig. 10. (Color online) (a) A nanopore introduced to a single layer of graphene for DNA sequencing,(64) and (b) 
catalyst-decorated 3D graphene composite electrodes for biofuel cells.(67,68)
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 Here, the velocity of the diluted species, v, and the species density ρ are related to the 
pressure inside the channel, p, the viscosity of the transport medium, η, and the volume force 
acting on the fluid, f, in one governing equation.  As can be observed from Eq. (16), three 
components represent the normal forces: the viscosity embeds the tangential sheer forces in the 
model, and the volume force that may contain gravitational, electrostatic, and magnetic forces.  
However, in the current scenario, f is the force that the electric field exerts on the ions in the 
fluid, namely, f = −ρQ∇ψ, where ρQ is the total charge density.
 In the Navier–Stokes equation given by Eq. (16), because the pressure appears only as a 
gradient, the absolute magnitude of the pressure has no effect on the transport; in fact, it is only 
the pressure differences along the DL of the pore that affect the transport.  Moreover, because in 
bioelectronic applications, the fluids are mostly incompressible, the force acting on the fluids in 
the absence of an electric field can be represented as

 f = ρg, (17)

where g is the acceleration due to gravity.
 The set of PNP equations, coupled with the Navier–Stokes equation under the appropriate 
boundary conditions, has been widely used to model ion transport for many examples of solid-
state nanochannels and nanopores.(63,72)  Recent computational studies coupling both models 
have enabled the description of complicated systems with very low free-volume structures 
such as grafted polyelectrolytes.(63,72)  This set of equations, owing to its description of the ion 
fluxes, as a continuum, is appropriate for cases when the radius of the channel is larger than 
double the DL.(73)  However, modelling pores and channels with radii less than twice the DLs 
(which is the case in biological ion channels) requires particle-based methods, such as molecular 

Fig. 11. (Color online) (a) A transport nanochannel with positively charged inner walls, (b) charge concentration 
profiles	in	a	nanochannel	with	a	radius	much	larger	than	the	Debye	length,	and	(c)	charge	concentration	profiles	in	a	
nanochannel with a radius less than twice the Debye length.(70)

(a)

(b)

(c)
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or Langevine dynamics or quantum chemistry calculations.  In fact, coupling the Navier–Stokes 
equation with the PNP equations led to an accurate prediction of the transport properties of 
different species among porous structures.
 For instance, Fig. 12 shows the calculated and measured I–V curves for graphene membranes 
where lithium chloride, caesium chloride, and potassium chloride transported through 
nanopores of the membrane.  These calculated I–V curves presented in Fig. 12 resulted from 
a published simulation carried out using Matlab where the domain boundary was assumed 
to consist of an inlet, an outlet, and an impermeable lateral boundary.  At the inlet boundary, 
velocity	 and	 concentrations	 were	 specified.	 	 The	 outlet	 boundary	 was	 subjected	 to	 constant	
pressure and a free exit condition for component concentrations.  The lateral boundary was 
impermeable	to	flow	and	may	not	have	been	reactive.		The	domain	consists	of	solid	grains	and	
pore space occupied entirely by a single liquid phase.  The system of equations is discretized in 
the	pore	space	of	the	domain	using	a	conservative	finite	volume	method	on	a	Cartesian	grid.		
 As can be seen in Fig. 12, the results calculated using the Navier–Stokes equation with the 
PNP equations align perfectly with the measured values for linear and quasi-linear transport 
performance.  However, as the actual transport performance tends to be nonlinear, for negative 
transmembrane potentials, the calculations diverge.  This divergence is attributed to the 
approximations used to solve the continuum set of equations numerically.  Furthermore, the 
only constant in the computation algorithm that represents the membrane is the diffusivity.  
The diffusion coefficient is usually calculated on the basis of the famous Einstein formula, 
and 3D dissimilarity is neglected during calculations.  In other words, the Einstein diffusivity 
calculations assume that the diffusion is similar in all directions in one plane.  Figure 13(a) 
shows an interface layer of zinc oxide (ZnO) nanorods on graphene.  Such a combination was 
reported as a glucose biosensor.(74,75)  The ZnO branch is not symmetric, which resulted in an 
asymmetric electrostatic field around the atoms.  Consequently, the diffusion of the glucose into 
the interface was direction dependent.
 Furthermore, the electrostatic potentials and mean fields shown in Fig. 13(a), calculated using 
DFT, show that even the electrostatic properties for such sensor are isotropic, which is not the 
case for the Poisson calculated field.  Various attempts have been made recently to couple the 

Fig. 12. (Color online) Calculated and measured I–V curves for graphene membranes when (a) lithium chloride, (b) 
caesium chloride, and (c) potassium chloride were allowed to transport through nanopores of graphene membrane.(70)

(a) (b) (c)
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Nernst–Planck equations with DFT calculations, rather than with the Poisson model.  Moreover, 
the continuum PNP equations that predict the macroscale properties of transport based on the 
microscopic properties of devices neglect the volumetric changes in the structure.  Figure 13(b) 
shows the structures and electrostatic potential maps for a ZnO-decorated graphene biosensor 
based on ZnO nanowires, nanorods, and nanosphere clusters.  As can be seen in the figure, the 
electrostatic potential depends strongly on structure, as has been mentioned in our work.(75–77)  

We found that the transport time for electrons differs by about 10 orders of magnitude between 
nanorods and nanosphere clusters.(75)  
 The use of graphene as an interface layer in the ZnO-decorated sensor is the main reason 
behind the sensitivity of the transport properties to the volumetric changes in the structures.  
Detailed information based on X-ray absorption measurements (XAS), from the bulk and the 
surface on the degree of carbon sp3/sp2 hybridization and oxygen functional groups in two 
different C thin films is presented in the following.  Although the surfaces of the two films are 
identical with respect to the sp3 to sp2 ratio, the differences in the sp2 content in the bulk make 
the C thin films electrically dissimilar.  Such phenomena make graphene a promising material 
for biosensing.(78)  Other examples of DFT studies have described the detection of dopamine 
(DA),(74) uric acid (UA),(74) and ascorbic acid (AA)(74) levels in blood using a AgO–G biosensor.  
In those studies, the interactive forces between Ag nanoparticles and analytes (DA, UA, and 
AA) were investigated through a molecular orbital study where the positions of the highest 
occupied molecular orbital (HOMO) and lowest unoccupied molecular orbital (LUMO) in the 
system were determined.  Consequently, the band gap (the difference between the HOMO 
and the LUMO) and the affinity patterns as well could be identified.  In those studies, DFT 
calculations were performed at the B3LYP/LANL2DZ level of theory using the Gaussian 09 
package to investigate the optical changes caused by the interaction of the Ag nanoparticles 
with UA, AA, and DA.(74)  To perform these calculations, the optimized geometries of the DA, 
UA, and AA molecules were attached to a nanoarray of Ag atoms representing the substrate.  
Accordingly, B3LYP/LANL2DZ functional and basis sets were employed on the molecular 
model, and the absorption energies were determined by time-dependent DFT (TD-DFT) 
calculations.  The results are illustrated in Fig. 14, where the lowest energy of the optimized 

Fig. 13. (Color online) (a) Electrostatic potential maps for ZnO nanostructures grown on single-layer graphene, and (b) 
electrostatic potential map for ZnO-decorated graphene sensor based on ZnO nanowires, nanorods, and nanosphere 
clusters using density functional theory.(75)

(a) (b)
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geometries of the Ag nanoparticles with DA, UA, and AA are presented.  It can be seen that the 
LUMO is positioned near the dopamine side in the Ag–DA case, while in the case of the Ag–
UA adduct, the LUMO is positioned at both sides of the Ag and UA branches.  In contrast, the 
LUMO is located at the Ag side with a slight inclination towards the AA group in the case of 
the Ag–AA adduct.  Finally, the  HOMO is mainly located on the Ag side.(74)

 The HOMO–LUMO energy separation has been used as a simple indicator of kinetic 
stability and may indicate the affinity pattern of the molecule.  A reasonable HOMO–LUMO 
energy gap (3.8214 eV for Ag–DA, 3.9220 eV for Ag–UA, and 3.9293 eV for Ag–AA), showing 
a reasonably high affinity for DA with Ag and a lower affinity for UA and AA, agrees with the 
fact that it is energetically unfavourable to add electrons to a high-lying LUMO or to extract 
electrons from a low-lying LUMO.  The simulated spectra of the Ag nanoparticles with DA, 
UA, and AA obtained from the TD-DFT calculations concur with the experimental absorption 
spectra.  Hence, it is clear that the changes in the surface plasmon resonant (SPR) responses of 
Ag nanoparticle clusters with DA, UA, and AA due to the binding of these species lead to the 
formation of an internal charge transfer (ICT) complex.  DFT studies gave further evidence for 
the higher detection limit of DA due to the higher binding with Ag nanoparticles compared with 
the others, as confirmed by the energy gap.  A similar study was conducted for the detection 
of DA using a magnetite-graphene biosensor.(79)  It was found that a DA molecule could be 
strongly physisorbed on the G surface in various orientations.  The orientations of the DA 
molecule on the G surface may affect the active sites for interactions.  The Stone-Wales defect 
on graphene could affect the interactions between the DA molecule with specific orientations 
and the graphene surface.  Generally, the effect of defects on the interactions between DA and 
DG was not obvious.(79)  For the DA–GO systems, the DA molecule might be chemisorbed on 
the GO surface in specific orientations.  For the DA–Fe-G systems, the interactions between 
the DA molecule and the Fe-G surface can be improved by doping the surface with a Fe atom 
bound to DA in their configuration.  This indicates that graphene-based materials with specific 

Fig. 14. (Color online) Calculated LUMO and HOMO energy states for Ag nanoparticles interacting with UA, AA, 
and DA using DFT-B3LYP/LANL2DZ level of theory.(75)
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structures or chemical groups may be designed to satisfy the demands for different applications 
of graphene-based materials.  The interactions between DA and graphene could be adjusted 
by chemical or physical methods.  This research is very meaningful for designing specific 
graphene-based materials for DA sensing and DA/graphene composites.  
 A similar study found that oxygen-functionalized structures in graphene oxide lead to a 
small band gap that made the graphene more sensitive to the materials in the environment so it 
could be placed on top of the Au layer in a typical surface plasmon resonance sensor to improve 
the sensitivity of that sensor.  In this case, variations in carrier density affected the graphene-
based SPR sensor response.  In addition, in the presence of different organic molecules, the 
refractive index shift was determined and the molecular properties of each sensing material 
such as electronegativity, molecular mass, and effective group number were considered.  On 
the basis of these parameter sets, the analysis was performed simultaneously and the related 
coefficients	were	reported.		A	semiempirical	model	for	the	interpretation	of	changes	in	the	SPR	
curve has also been suggested and tested for some organic molecules.(80)

 According to the results of determining the adsorption energy Eads, the interactions between 
a DA molecule and an Fe-G surface were improved when compared with those of the other 
three graphene systems, i.e., pristine, defected, and GO, as shown in Fig. 15.  The data indicated 
that Fe could be helpful in strengthening the interactions between DA and graphene sheets.  To 
further study the interactions between a DA molecule and the Fe-G surface, the electron density 

Fig. 15. (Color online) Interactions between a DA molecule and an Fe-G surface in cases of (a) pristine graphene, (b) 
graphene with defects, and (c) graphene oxide.(79)

(a)

(b)

(c)
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difference was explored.  An obvious electron transfer could be seen from Fe in the Fe-G sheet 
to the DA molecule.  The number of electrons transferred was closely related to the interaction 
between the sheet and the molecule.  When a DA molecule lay on the Fe-G surface, it had the 
largest interactions with the Fe-G surface and also exhibited the most apparent electron transfer 
(Fig. 15).  Thus, the results of the Eads determination corresponded to those of the electron 
density difference.(79)

6. Conclusions

 In this short review, the main types of bioelectronic devices found in the literature were 
classified and investigated from the viewpoint of their design.  The analysis of the architecture 
and design of graphene-based bioelectronic devices was considered and discussed using a 
computational analysis of the charge transport properties.  The analysis was carried out on 
both the macroscale and nanoscale.  The design of devices was investigated on the basis of 
approaches using FEA, DFT, and coupled multiphysics models.  The impact of design on the 
performance of the bioelectronic device was also discussed.  Moreover, a study of transport 
phenomena with respect to various structures of bioelectronic devices was conducted to clarify 
the charge transport mechanisms for several design categories.  Finally, the published results of 
computed and measured charge transport properties of graphene-based bioelectronic devices 
were compared.
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